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Waterco’s Sweepmaster pump is ideal for 
operating a majority of swimming pool pressure 
cleaners. Manufactured utilising state of the 
art engineering plastics in its construction, the 
Sweepmaster pump is designed for long life 
operation.

An optional plumbing hose kit enables a flexible 
connection from both inlet & outlet ports of the 
pump.

pumps
sweepmaster

High performance pressure pool 
cleaner pump
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OFFICES - AUSTRALIA
NSW - Sydney (Head Office)
Tel: +61 2 9898 8600

QLD - Brisbane
Tel: +61 7 3299 9900

VIC/TAS - Melbourne
Tel: +61 3 9764 1211

WA - Perth
Tel: +61 8 9273 1900

SA/NT - Adelaide
Tel: +61 8 8244 6000

ACT Distribution
Tel: +61 2 6280 6476  

OFFICES - OVERSEAS
Waterco (Europe) Limited
Sittingbourne, Kent. UK
Tel: +44 (0) 1795 521 733

Waterco (USA) Inc 
Augusta, Georgia, USA
Tel: +1 706 793 7291

Waterco Canada
Longueuil, Quebec, Canada
Tel: +1 450 748 1421

Waterco (NZ) Limited
Auckland, New Zealand
Tel: +64 9 525 7570  

Waterco (C) Limited
Guangzhou, China
Tel: +86 20 3222 2180  

Waterco (Far East) Sdn Bhd
Selangor, Malaysia
Tel: +60 3 6145 6000  

PT Waterco Indonesia
Jakarta, Indonesia
Tel: +62 21 4585 1481

Waterco Singapore Intl Pte Ltd
Nehsons Building, Singapore
Tel: +65 6344 2378

Waterco France
SAINT PRIEST, France.
Tel: +33 4 72 79 33 30

Specifications

Length Height Width Delivery 
Height

Suction 
Height

Weight

500 mm 250 mm 200 mm 230 mm 180 mm 14 kg

Model HP kW Amps Phase Volts Cycle RPM
246803 1.5 1.2 5 1 240 50 2860

Sweepmaster performance chart
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Flexible Plumbing Kit
Specially developed for Sweepmaster pump, its flexible plumbing kit contains all the 
necessary components to enable an easy flexible hose connection from both inlet or 
outlet ports of the pump. 

The kit can be purchased seperately or with the Sweepmaster pump.

Pumps 3 years (conditional)
Wet End 3 years
Motor, Mechanical seal, Hair & lint 
pot, pot lid & o’ring, basket, Impeller 
& diffuser

2 years

Commercial applications 1 years
Labour 1 years

Warranty

* Please refer to Waterco’s warranty terms and conditions

Efficient Impeller and Diffuser Design
The Sweepmaster pump’s impeller and diffuser is designed to maximise the hydraulic output of the pump while minimising 
turbulence. The pump’s efficient hydraulic performance shortens run time times and reduces energy consumption leading 
to lower operating cost.

Intake Port Size - suction port 32mm with 40mm 
barrel union supplied 

Discharge Port Size - discharge port 25mm with 
40mm barrel union supplied 

Pump body - Glass Filled Thermoplastic.

Pump foot for stability.

High grade carbon/graphite mechanical seal with 316 
stainless steel spring assembly.

High performance motor:
• Fan cooled
• Thermal overload
• Insect and vermin resistant
• Motor shaft 303 grade stainless steel
• Double insulated.

Easy to connect via screw in adaptors.


